>
&

SCREED

Q3 jg "

BARTELL
UNI-SCREED

Lightweight and easy to transport,
and operate.

Leave your 2x4 behind and pick up your Uni-Screed!

e Specially designed to permit a single operator to quickly and easily
level and consolodate an entire area.

e Multi-adjustable handle to meet operator needs and more efficient
handling.

e Handle vibration is minimized with our impact absorbing mounting
system to optimize control and operator comfort.

e Superior control is achieved with our responsive handle mounted
throttle and on/off switch.

e High frequency vibration disperses and levels concrete without
build-up.

e Form and free screed.
e Lightweight, easy to transport to and around job sites.
e Blade design permits cutting and smoothing in a single operation.

Specification
Interchangeable blades with other leading wet screed units. Uni-Screed

Genuine Honda engine. 28lbs (12.7kg)

Options

6.41lbs (2.9kg)
e Blades Available In:

4 (1.2m), 6' (1.8m), 8 (2.4m), 10’ (3.0m), 12’ (3.7m), 14’ (4.5m), 16’ (4.9m) 9.6lbs (4.4kg)
12.8Ibs (5.8kg)
o Magnesium coated.
16.0lbs (7.3kg)
e Blades are interchangeable with other popular brands. 19.2bs (8.7kg)
22.4lbs (10.2kg)

25.6lbs (11.6kg)

1.3hp, 35cc, recoil start, air cooled, single overhead cam cylinder

0.17 gal (0.65L)

1.1hrs @ 7000rpm

27.9Ibs +blade (12.7kg +blade)

29.6lbs +blade (13.5kg +blade)

50 Dba

<9 m/s?

Additional information on accessories and consumables for our Uni-Screeds is
available through our website, or contacting one of the Bartell Family numbers below.
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CONCRETE EQUIPMENT Surface Preparation Equipment

1-866-501-1683 1-888-999-1570 44-(0)1673-860709 1-800-267-6682
375 Annagem Blvd. Mississauga, 200 Commerce Dr. Freehold, Honeyholes Lane, Dunholme 832 80th St. SW. Everett,

ON, Canada, L5T 3A7 NJ, U.S.A, 07728 Lincoln. LN2 3SU. U.K. Washington, U.S.A, 98203
www.bartellmorrison.com www.bartellmorrison.com www.spe-int.com www.innovatechproducts.com




