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FL SERIES

 

PROS

Designed for maximum visibility

Compatible with hydraulic and mechanical systems

Various forks available

Wide variety of models and several sizes available
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TECHNICAL SPECIFICATIONS

UNDERCARRIAGE
Solidly built with forks on side-shift axis to suit all your

lifting and handling requirements. Designed for maximum

visibility.

FEATURES
High visibility
Our undercarriage design offers maximum visibility.

Universal
All our undercarriage are compatible with hydraulic and/or

mechanical systems.

Forks
Various forks option available.

 Bobcat  Case  Caterpillar

 Doosan  Ford  Hyundai

 JCB  John Deere  Kawasaki

 Komatsu  Kubota  Liebherr

 Manitou  New Holland  Terex

 Volvo

FRAME AND ROLLER

CLASS WIDTH (IN) WEIGHT (LB) FORK RECOMMENDATIONS CAPACITY (LB)

Backhoe loader 60 300 4" x 1 ¾" 6 800

10 66 450 5" x 2" 10 200

20 66 650 5" x 2" 10 200

30 75 850 6" x 2" 12 600

40 75 950 6" x 2 ½" 21 400

50 84 1095 8" x 2 ½" 28 400

60 84 1500 8" x 3" ou 8" x 3 ¼" 48 800

70 96 1935 10" x 3 ¼" 61 000

Mechanical or hydraulic

Optional extension frame mount for extra height

Positioning and hydraulic side shift optional

GENERAL OVERVIEW

TECHNICAL SPECIFICATIONS

COMPATIBILITY

OPTIONS




