
MESP3020
M U N C I E  E L E C T R O N I C  S P R E A D E R  PA C K A G E  W I T H  I N T E G R AT E D  H O I S T

GROUND SPEED CONTROL

MADE SIMPLE

•  Spinner Flow – 8 GPM
•  Auger Flow 17 GPM
•  Hoist Flow – 5 GPM
•  Stainless or Powder Coated 

Enclosures Available
•  For all common V-Body & 

tailgate spreaders

•  Easy to use, set-up, & install
•  New or Retro-Fit
•  Adjustable Main Relief - 3,000 PSI Max
•  Adjustable Spreader Relief (1,500 PSI)
•  Downside Hoist Relief (500 PSI)
•  Max Inlet Flow - 20 GPM



MUNCIE ELECTRONIC SPREADER PACKAGE WITH INTEGRATED HOIST

MESP3020
MUNCIE ELECTRONIC SPREADER PACKAGE WITH INTEGRATED HOIST

Muncie Power Products, Inc. Member of the Interpump Hydraulics Group
General Offices and Distribution Center • P.O. Box 548 • Muncie, IN 47308-0548 

(765) 284-7721 • FAX (765) 284-6991 • E-mail  info@munciepower.com 
Web site  http://www.munciepower.com

Drive Products, Exclusive Agents for Canada, ISO Certified by an Accredited RegistrarMP13-04  Printed in the U.S.A.
© Muncie Power Products, Inc. 2013

• Auto and Manual Operation
• Pause and Blast                          
 Settings (Spreader)
• 5 Adjustments
 - Auger Minimum
 - Auger Maximum
 - Spinner Minimum
 - Spinner Maximum
 - Ground Speed
• Manual Overrides
• Adjustable Main Relief /  
 Downside Hoist Relief

FEATURES:

PART NUMBER CONSTRUCTION

Muncie Electronic                             
Spreader Package

MESP 300 Family

Spreader with                                      
Integrated Hoist

MESP - 30 - 20 - F - XXX - SS
SS – Stainless Steel Enclosure                 
(Blank) – Powder Coated Steel Enclosure

ASM – With Enclosure                                   
(Blank) – No Enclosure

F –  Standard (Pre-Compensated)            
G – Optional (Post-Compenstaed /        
 Flow Sharing)




