
KEY FEATURES

•  Precision ground gears: High torque capacity with 
quiet operation

•  Extra large bearings and components: High torque 
and durability

•  1410 Series remote mount output shaft: For remote 
pump drives

•  S.A.E. “C” and DIN 5462 direct mount options: Fits 
most popular pumps requiring high power input

•  Rotatable direct mount flanges: Allows pump to  
be positioned for maximum clearance

•  Two assembly arrangements: Allows the PTO  
to be mounted shaft high or low on either side  
of the transmission

•  Standard pressure lubrication: No extra cost

CD40 SERIES
C O N S T A N T  D R I V E  P O W E R  T A K E - O F F 

The CD40 Series power take-off is designed  
for maximum output torque for live engine  
driven equipment using Allison World or  
Caterpillar automatic transmissions. Built  
with the same gear and housing designs  
as the CS41, the CD40 Series is used  
when maximum power is necessary and  
PTO disengagement is not required.

DESIGNED FOR MAXIMUM 
OUTPUT TORQUE

PTO TORQUE & HORSEPOWER RATINGS

SPEED
RATIO

INTERMITTENT
HP@1000 RPM

INTERMITTENT
TORQUE LBS.FT.

 CONTINUOUS
TORQUE LBS.FT.

 INTERMITTENT
[KW]@1000 RPM

INTERMITTENT
TORQUE [NM]

CONTINUOUS
TORQUE [NM]

07 114 600 420 [85] [813] [569]



DIMENSIONS

0.82
20.9

4.01
101.8

1.17
29.6

4.82
122.5

3.85
97.9

3.50
89.0

3.50
89.0

2.88
73.2

4.81
122.3

8.28
210.3

ALLISON 10-BOLT MOUNTING PAD

CL MOUNTING 
FLANGE

OUTPUT OPTIONS

5.750 146.1

3.536 89.8

½ -13 UNC-2B
4 PLCS

½ -13 UNC-2B
2 PLCS 3.536 89.8

3.150 80.0

3.150 80.0

M12 x 1.75
4 PLCS

3.536 89.8

3.536 89.8

5.750 146.1

½ -13 UNC-2B
4 PLCS½ -13 UNC-2B

2 PLCS

0.32 8.1
ON 3.31 [84] DIA B.C.

  60°  

0.46 11.7
ON 3.75 [95.3] DIA B.C.

  80°  

7.125 181.0

½ -13 UNC-2B
4 PLCS

⅝ -11 UNC-2B
2 PLCS

4.508 114.5

4.508 114.5

5.750 146.1

3.536 89.8

3.536 89.8

½ -13 UNC-2B
4 PLCS

½ -13 UNC-2B
2 PLCS

3.4 86

0.08 1.9

2.24 57.0

2.7 69

1.25 31.69

5⁄16" KEYWAY 

“B” OUTPUT - 1.25" RD SHAFT W/ 5⁄16" KEY

0.08 2.1

3.4 86

2.75 69.9

0.6 16

4.0 101

1.4 37

SAE “B” 7/8-13T
SPLINED SHAFT

5.0 127

0.9 22

1.7 43

SAE “C” 1 ¼"-14T
SPLINED SHAFT

3.15 80.1

2.1 53

0.4 10

DIN 5462 36MM 8SPL
SPLINED SHAFT

4.0 101

1.4 37

0.6 16

SAE “BB” 1.0-15T
SPLINED SHAFT

4.0 101

0.6 16

1.4 37

SAE “B” ⅞ -13T
SPLINED SHAFT

“2” OUTPUT - DIN120 COMP FLANGE

“C” OUTPUT - 1410 COMP FLANGE “D” OUTPUT - SAE “B” 2/4-BOLT

“E” OUTPUT - SAE “C” 2/4-BOLT “I” OUTPUT - DIN 5462

“K” OUTPUT - SAE “B” 2/4-BOLT “P” OUTPUT - SAE “B” 2/4-BOLT FLANGE
       SAE “BB” 1"-15T SHAFT

5.750 146.1

3.536 89.8

½ -13 UNC-2B
4 PLCS

½ -13 UNC-2B
2 PLCS 3.536 89.8

3.150 80.0

3.150 80.0

M12 x 1.75
4 PLCS

3.536 89.8

3.536 89.8

5.750 146.1

½ -13 UNC-2B
4 PLCS½ -13 UNC-2B

2 PLCS

0.32 8.1
ON 3.31 [84] DIA B.C.

  60°  

0.46 11.7
ON 3.75 [95.3] DIA B.C.

  80°  

7.125 181.0

½ -13 UNC-2B
4 PLCS

⅝ -11 UNC-2B
2 PLCS

4.508 114.5

4.508 114.5

5.750 146.1

3.536 89.8

3.536 89.8

½ -13 UNC-2B
4 PLCS

½ -13 UNC-2B
2 PLCS

3.4 86

0.08 1.9

2.24 57.0

2.7 69

1.25 31.69

5⁄16" KEYWAY 

“B” OUTPUT - 1.25" RD SHAFT W/ 5⁄16" KEY

0.08 2.1

3.4 86

2.75 69.9

0.6 16

4.0 101

1.4 37

SAE “B” 7/8-13T
SPLINED SHAFT

5.0 127

0.9 22

1.7 43

SAE “C” 1 ¼"-14T
SPLINED SHAFT

3.15 80.1

2.1 53

0.4 10

DIN 5462 36MM 8SPL
SPLINED SHAFT

4.0 101

1.4 37

0.6 16

SAE “BB” 1.0-15T
SPLINED SHAFT

4.0 101

0.6 16

1.4 37

SAE “B” ⅞ -13T
SPLINED SHAFT

“2” OUTPUT - DIN120 COMP FLANGE

“C” OUTPUT - 1410 COMP FLANGE “D” OUTPUT - SAE “B” 2/4-BOLT

“E” OUTPUT - SAE “C” 2/4-BOLT “I” OUTPUT - DIN 5462

“K” OUTPUT - SAE “B” 2/4-BOLT “P” OUTPUT - SAE “B” 2/4-BOLT FLANGE
       SAE “BB” 1"-15T SHAFT

5.750 146.1

3.536 89.8

½ -13 UNC-2B
4 PLCS

½ -13 UNC-2B
2 PLCS 3.536 89.8

3.150 80.0

3.150 80.0

M12 x 1.75
4 PLCS

3.536 89.8

3.536 89.8

5.750 146.1

½ -13 UNC-2B
4 PLCS½ -13 UNC-2B

2 PLCS

0.32 8.1
ON 3.31 [84] DIA B.C.

  60°  

0.46 11.7
ON 3.75 [95.3] DIA B.C.

  80°  

7.125 181.0

½ -13 UNC-2B
4 PLCS

⅝ -11 UNC-2B
2 PLCS

4.508 114.5

4.508 114.5

5.750 146.1

3.536 89.8

3.536 89.8

½ -13 UNC-2B
4 PLCS

½ -13 UNC-2B
2 PLCS

3.4 86

0.08 1.9

2.24 57.0

2.7 69

1.25 31.69

5⁄16" KEYWAY 

“B” OUTPUT - 1.25" RD SHAFT W/ 5⁄16" KEY

0.08 2.1

3.4 86

2.75 69.9

0.6 16

4.0 101

1.4 37

SAE “B” 7/8-13T
SPLINED SHAFT

5.0 127

0.9 22

1.7 43

SAE “C” 1 ¼"-14T
SPLINED SHAFT

3.15 80.1

2.1 53

0.4 10

DIN 5462 36MM 8SPL
SPLINED SHAFT

4.0 101

1.4 37

0.6 16

SAE “BB” 1.0-15T
SPLINED SHAFT

4.0 101

0.6 16

1.4 37

SAE “B” ⅞ -13T
SPLINED SHAFT

“2” OUTPUT - DIN120 COMP FLANGE

“C” OUTPUT - 1410 COMP FLANGE “D” OUTPUT - SAE “B” 2/4-BOLT

“E” OUTPUT - SAE “C” 2/4-BOLT “I” OUTPUT - DIN 5462

“K” OUTPUT - SAE “B” 2/4-BOLT “P” OUTPUT - SAE “B” 2/4-BOLT FLANGE
       SAE “BB” 1"-15T SHAFT

4.188 106.4

2.961 75.2

2.961 75.2
3⁄16-16 UNC

6 PLCS

2.961 75.2

2.961 75.2

4.188 106.4

3⁄16-16 UNC
6 PLCS

5.750 146.1

½ -13 UNC-2B
2 PLCS

3.5 90

3.5 90

½ -13 UNC-2B
4 PLCS

7.125 181.0

⅝ -11 UNC-2B
2 PLCS

5.750 146.1

3.536 89.8

3.536 89.8
½ -13 UNC-2B

6 PLCS

3.25 83

0.27 7

1.3 33

SAE “B” 7/8-13T
SPLINED SHAFT

4.0 100

0.6 16

1.4 37

SAE “B” ⅞ -13T
SPLINED SHAFT

2.8 70

1 ½" - 10T
STRAIGHT SPLINE SHAFT

1.7 43

5.0 127

0.9 22

SAE “C” 1 ¼"-14T
SPLINED SHAFT

1.4 37

4.0 101

0.6 16

SAE “C” 1 ¼"-14T
SPLINED SHAFT

3.25 83

0.27 7

1.3 33

SAE “A” ⅝ -9T
SPLINED SHAFT

2.8 71

0.5 13

1.4 37

SAE “C” 1 ¼"-14T
SPLINED SHAFT

“Y” OUTPUT - SAE “C” 2-BOLT
“X” OUTPUT - 1 ½"-10T SHAFT

    FOR COMP FLANGE

“Z” OUTPUT - SAE “B” 2/4-BOLT FLANGE
    SAE “C” 1 ¼"-14T SHAFT

“S” OUTPUT - SAE “B” 2-BOLT “V” OUTPUT - FOR MUNCIE EXTENDED SHAFT

“Q” OUTPUT - SAE “A” 2/4-BOLT FLANGE
    SAE “B” ⅞"-13T SHAFT

“R” OUTPUT - SAE “A” 2/4-BOLT



MODEL NUMBER CONSTRUCTION

Special Features

X — None

B — Hose Kit (HD Trans. R.S.)

3 — Spl. Hose Kit 17"

Output Types 

C — 1410 Comp. Flange

E — SAE “C” 2- or 4-Bolt

I — DIN 5462

Y — SAE “C” 2-Bolt Only

Z — SAE “C” Shaft, SAE “B” Flange

2 — DIN Comp. Flange

CD-40-A10-07  M-3-C-X

Mounting
10-Bolt Mount Design 4 — 40        

PTO Type

Constant Drive — CD

Transmission 
Allison 10.16P RH — A10 

Speed Ratio
07 — 0.74:1

Shifter Type
Constant Mesh — M

Assembly Arrangement
1
3

OUTPUT OPTIONS

4.188 106.4

2.961 75.2

2.961 75.2
3⁄16-16 UNC

6 PLCS

2.961 75.2

2.961 75.2

4.188 106.4

3⁄16-16 UNC
6 PLCS

5.750 146.1

½ -13 UNC-2B
2 PLCS

3.5 90

3.5 90

½ -13 UNC-2B
4 PLCS

7.125 181.0

⅝ -11 UNC-2B
2 PLCS

5.750 146.1

3.536 89.8

3.536 89.8
½ -13 UNC-2B

6 PLCS

3.25 83

0.27 7

1.3 33

SAE “B” 7/8-13T
SPLINED SHAFT

4.0 100

0.6 16

1.4 37

SAE “B” ⅞ -13T
SPLINED SHAFT

2.8 70

1 ½" - 10T
STRAIGHT SPLINE SHAFT

1.7 43

5.0 127

0.9 22

SAE “C” 1 ¼"-14T
SPLINED SHAFT

1.4 37

4.0 101

0.6 16

SAE “C” 1 ¼"-14T
SPLINED SHAFT

3.25 83

0.27 7

1.3 33

SAE “A” ⅝ -9T
SPLINED SHAFT

2.8 71

0.5 13

1.4 37

SAE “C” 1 ¼"-14T
SPLINED SHAFT

“Y” OUTPUT - SAE “C” 2-BOLT
“X” OUTPUT - 1 ½"-10T SHAFT

    FOR COMP FLANGE

“Z” OUTPUT - SAE “B” 2/4-BOLT FLANGE
    SAE “C” 1 ¼"-14T SHAFT

“S” OUTPUT - SAE “B” 2-BOLT “V” OUTPUT - FOR MUNCIE EXTENDED SHAFT

“Q” OUTPUT - SAE “A” 2/4-BOLT FLANGE
    SAE “B” ⅞"-13T SHAFT

“R” OUTPUT - SAE “A” 2/4-BOLT
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4 PLCS

½ -13 UNC-2B
2 PLCS 3.536 89.8

3.150 80.0

3.150 80.0

M12 x 1.75
4 PLCS

3.536 89.8

3.536 89.8

5.750 146.1

½ -13 UNC-2B
4 PLCS½ -13 UNC-2B

2 PLCS

0.32 8.1
ON 3.31 [84] DIA B.C.

  60°  

0.46 11.7
ON 3.75 [95.3] DIA B.C.
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4.508 114.5
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4 PLCS
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0.08 1.9
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“B” OUTPUT - 1.25" RD SHAFT W/ 5⁄16" KEY

0.08 2.1

3.4 86

2.75 69.9

0.6 16
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1.4 37

SAE “B” 7/8-13T
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SAE “C” 1 ¼"-14T
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DIN 5462 36MM 8SPL
SPLINED SHAFT
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SAE “BB” 1.0-15T
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4.0 101
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SAE “B” ⅞ -13T
SPLINED SHAFT

“2” OUTPUT - DIN120 COMP FLANGE

“C” OUTPUT - 1410 COMP FLANGE “D” OUTPUT - SAE “B” 2/4-BOLT

“E” OUTPUT - SAE “C” 2/4-BOLT “I” OUTPUT - DIN 5462

“K” OUTPUT - SAE “B” 2/4-BOLT “P” OUTPUT - SAE “B” 2/4-BOLT FLANGE
       SAE “BB” 1"-15T SHAFT
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