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CAUTION: Never operate Patz equipment without all shields and guards in place. Safety is no accident. Before operating any piece of 
equipment, be sure to read and understand the operator’s manual. This manual should be kept with the machine at all times. 

Additionally, make sure all safety shields and devices are functioning properly and are securely in place.

For some photos in this brochure, guards were removed for photographic purposes only to allow viewing of the equipment features. Before operating 
equipment, all guards must be in place. Because Patz continually improves and updates products, Patz reserves the right to change the construction of 

machines or attachments or any part thereof without incurring any obligation to make like changes on Patz machines, or attachments previously delivered. 
Specifications and prices subject to change without notice.
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CONFINED SPACE PROCEDURES:

It is the responsibility of the owner/operator to comply with all local, State, Provincial or National standards, directives 
and industry practices regarding confined space training, education, and procedures.

An important part of your operation’s 
 manure handling system.

Tundra® Pro II Hydraulic Pump

Manure Handling System Layout

The Tundra® Pro II Pump is designed to transfer slurry type manure with limited amounts of short 
bedding. Bedding can be chopped straw, sawdust, shavings, or sand. The Tundra® Pro II Pump can be 
fed manure via a Patz Gutter Cleaner or skid steer into a hopper, or via a Patz IntelliShuttle® Box Scraper 
located in the cross gutter filling a reception pit.


