2023 OUTLANDER wmr 570

- Viper Red / 570

ENGINE

570

PACKAGE HIGHLIGHTS

+ Rotax® snorkeled V-Twin engine with relocated CVT intake and outlet
+ Relocated radiator

+ Visco-Lok' QE auto-locking front differential

+ 12in. cast-aluminum wheels

» 28 in. Mega Mayhem! tires

« Heavy-duty front bumper

* Mud-riding footrests

DIMENSIONS & CAPACITIES

Type

48 hp, Rotax 570 cc V-twin, snorkeled,
liquid-cooled with relocated radiator

Fuel Delivery System

Electronic Fuel Injection (EFI)

Transmission

CVT, P/R/N/H/L, standard engine braking

Drive Train

Selectable 2WD/4WD
with Visco-Lok QE auto-locking front differential

Power Steering

N/A

SUSPENSIONS
Front Suspension Double A-arm
Front Shocks Qil

Rear Suspension

Torsional Trailing arm Independent (TTI)

Rear Shocks

Qil

TIRES & WHEELS

Front Tires ITP Mega Mayhem 28 x 8 x 12 in.
Rear Tires ITP Mega Mayhem 28 x 10 x 12 in.
Wheels 12 in. cast-aluminum
BRAKES
Front Dual 214 mm disc brakes

with hydraulic twin-piston calipers
Rear Single 214 mm disc brake

with hydraulic twin-piston caliper
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Estimated Dry Weight* 830 Ib (376 kg)
LxWxH 83 x46x49in. (211 x116.8x 124 cm)

Wheelbase 51in.(129.5 cm)
Ground Clearance 11.7in.(29.7 cm)
Seat Height 33.8in. (85.8 cm)
Rack Capacity Rear: 240 Ib (109 kg)

Storage Capacity
Towing Capacity
Fuel Capacity

29gal(1091L)
1,300 Ib (590 kg)
5.4 gal (20.5 L)

FEATURES

Gauge 4.5 in. digital display
Instrumentation DC outlet, 15-A connector
Lighting 70 W headlights

Winch N/A

Seat Standard

Handlebar Standard

Protection Heavy-duty front bumper

Mud-riding footrests

WARRANTY & EXTENDED SERVICE

Factory Warranty 6-month BRP limited warranty
Extended Service B.E.S.T. term available up to 36 months
Terms

A BRP BRAND BRP,

don’t mix. Never ride on paved surfaces or public roads. Never engage in stunt driving. Avoid excessive speeds and be particularly careful on difficult terrain. ATVs with engine sizes of
greater than 90 cc are recommended for use only by those age 16 and older. Never carry passengers on any ATV not specifically designated for such use.



