
Tank Capacity: 1,120 gal   |   Weight: 28,225 lbs
                     • Crop clearance that changes quickly from 60” to 70”
                     • 4 Wheel and Crab Steering
                     • Raven and CapstanAG Precision Options
                     • Front fill for product and rinse tank 

             Engine: Cummins 6.7L  300 hp (rated)

ETSprayers.com

Engineered for those seeking performance, crop 
clearance, ease of use, and flexibility–all with an 
industry-leading 5-year warranty. Lighter than the 

competition, it adjusts automatically from 60 to 70 inches, 
making it the tallest rear boom sprayer in North America.
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HS1100
Product Tank Capacity

Weight (approximate dry weight)

Axle Width

Turning Radius

Wheel Base

Front Tires (standard)

Rear Tires (standard)

Crop Clearance

Booms

Rinse Tank

Rated Horsepower

1,120 gal

28,225 lbs

120”- 160” hydraulic adjustable 

24’ (2-Wheel steer)
13’ (4-Wheel steer)

14’ 7”

Michelin 380/90R46

Michelin 380/90R46

60” or 70” hydraulic optional

Pommier 100’, 120’ or 
132’ aluminum

110 gal

300 hp

100 gal

10 gal

4-Wheel independent 
pneumatic suspension

Hydraulic Brakes

Rexroth Hydrostatic

Cummins T4F

Hypro Hydraulic Driven Centrifugal

2-Wheel or 4-Wheel with 
crab steering

144” Maximum

396” Maximum

Siac custom pressurized 
with great visibility

Fuel Tank Capacity

Def Tank

Suspension

Brakes

Transmission

Engine

Product Pump

Steering

Transportation Width and Height

Overall Length

Cab


