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Brandt Agricultural Products Ltd

GrainVacs 5200 EX 1300 HP

Performance
Capacity* (bu/hr) 5,200 8,000 - 8,500
Minimum Tractor Horsepower 70 120
Hydraulic Requirements (1 remote) 2,000 psi @ 2gpm 2,000 psi @ 2gpm
    with Pile Driver (+ 3 remotes) 2,000 psi @ 11 gpm n/a

Auger
Diameter 10" 13"
Tube Thickness 10 ga 12 ga
Flighting Thickness 1/4" 5/16"
Flighting Material Chrome Chrome

Dimensions
Transport Height 86" (2.18 m) 103" (2.62 m)
Auger Extended 182" (4.62 m) 200" (5.08 m)
Auger Lateral 160" (4.08m) 149" (3.79 m)
Length 126" (3.20 m) 174" (4.42 m)
Width 102" (2.59 m) 102" (2.59 m)
Wheel Track Width 97" (2.46 m) 100" (2.54 m)
Frame Size 4"x4" HSS 4"x4" HSS
Weight 3200 lb (1450 kg) 3400 lb (1542 kg)
Hitch Weight 680 lb (310 kg) 650 lb (300 kg)

Standard Hoses
Flexible Stainless Steel One: 7"x3.5'  Two: 7"x7' One: 8"x3.5'  Two: 8"x7'
Flex-rigid Combination - One 8" x 7'
Rigid Aluminum Two 7" x 7' One 8" x 7'
Corrugated Rubber Hose One 7" x 7' One 8" x 7'
Cleanup Shovel 7" 8"
MaxFlo Full-bin Nozzle 7" 8"
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