
3PH MODELS (open center valve)
MODÈLE 3PH

ORIENTATION: Horizontal Vertical
SPLITTING FORCE: 20 Ton 20 Ton
GPM REQUIRED: 11 GPM 11 GPM
OPENING SIZE: 26” 26”
CYLINDER: 4” x 24” 4” x 24”
WEIGHT: 219 lbs. 236 lbs.

Capacité de fente 20 Tonnes 20 Tonnes
Galonnage/min requis 11 GPM 11 GPM
Ouverture 26’’ 26’’
Cylindre 4’’ x 24’’ 4’’ x 24’’
Poids 219 lb. 236 lb.

SKID STEER MODELS
(Universal Skid Steer Quick tack)
MODÈLE SKID (Attache Universelle)
ORIENTATION: Horizontal / Vertical
SPLITTING FORCE: 20 Ton
GPM REQUIRED: 11 GPM
OPENING SIZE: 26”
CYLINDER: 4” x 24”
WEIGHT: 339 lbs.

Capacité de fente 20 Tonnes
Galonnage/min requis 11 GPM
Ouverture 26’’
Cylindre 4’’ x 24’’
Poids 339 lb.

Walco Wood Splitters - Renegade
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TEL: (519) 669-4025 FAX: (519) 669-1436
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SECTION R

3ph Horizontal 20 Ton Push, 4 x 24 Cylinder
3 ph Horizontale, 20 tonnes, cylindre 4’’ x 24’’

Universal Skid Steer Inverted 20 Ton Push, 4 x 24 Cylinder
Universel Skid Steer Inversé, 20 tonnes de
Poussée. Cylindre 4’’ x 24’’

3ph Vertical 20 Ton Push, 4 x 24 Cylinder
3 ph vertical 20 tonnes, cylindre de 4’’ x 24’’
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