
HDS 3.9/30 Ek ST NG 220V 1ph
The innovative, rugged design of the Kärcher Classic HDS natural gas heated cabinet pressure 

washer delivers up to 5 GPM at 3,000 PSI of industrial power.
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TECHNICAL DATA AND EQUIPMENT

HDS 3.9/30 Ek ST NG 220V 1ph

Technical data
Order no.  1.109-729.0

EAN code  886622008866

Current type Ph / V / Hz 1 / 230 / 60

Pressure PSI 3000



HDS 3.9/30 EK ST NG 220V 1PH
1.109-729.0
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Order no. ID
Max. working 
pressure Length Price Description

Standard with unions on both sides

High-pressure hose, 10 m, ID 8, 
315 bar, extension

1 6.391-342.0 ID 8 315 bar 10 m To extend the operating radius with the high-pressure clean-
er. Connection on both sides M22 x 1.5.



Longlife 400 with unions on both sides

High-pressure hose Longlife 400, 
10 m, ID 8, extension

2 6.391-354.0 ID 8 400 bar 10 m To extend the operating radius with the high-pressure clean-
er. Connection on both sides M22 x 1.5.



Longlife food design with screw connections at both ends

High pressure hose food ID 8, 10 
m

3 6.391-864.0 ID 8 400 bar 10 m Longlife HP hose for use in the food industry. Außen-
decke## animal-grease-resistant, non-colour-bleeding ma-
terial. With rotary coupling, 2 x M 22 x 1,5



High-pressure hose food industry 
400 bar, 20 m, ID 8, including 
rotary coupling

4 6.391-887.0 ID 8 400 bar 20 m


  Available accessories.       Extension hose.     
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Order no. Flow rate Price Description

Easy Press high-pressure trigger gun with holding force reduction (Kärcher patent)

Easy Press HP trigger gun with 
soft grip, M22 x 1.5

1 4.775-466.0 Easy press high-pressure trigger gun with integrated adapt-
er for connecting to high-pressure hoses M 22 x 1.5.



  Available accessories.       Extension hose.     
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Order no. Length Price Description

Automatic, self-winding hose reels for wall mounting

Powder-coated swivel holder 1 2.639-931.0 Swivel holder for automatic hose reel wall mounting. For 
maximum action radius and flexibility of high-pressure hose. 
Rotatable 120°. Galvanised steel.



  Available accessories.       Extension hose.     
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Order no. Price Description

Remote control

Remote control I-O, hot/cold, 
detergent 1-2

1 2.744-008.0 Remote control with switches, housing and fixing material 
for wall mounting. Functions: On/Off, hot/cold water and 
detergent stage 1/stage 2.



  Available accessories.       Extension hose.     


