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The weight does not include  chute and accessories.  Specifications are subject to change without notice

 2 augers 

INDUSTRIAL SNOWBLOWERS N99-342TRSI N100-342TRI 
N100-362TRI 

(200 HP) 
N100-362TRI 

(300 HP) 
N102-402TRI 

Cutting width 99’’ 100’’ 100’’ 100’’ 102’’ 

Cutting height 48’’ 50’’ 52’’ 52’’ 61’’ 

Recommended horsepower  (HP, PTO) 100 @ 180 100 @ 200 140 @ 200 140 @ 350 250 @ 350 

Impeller RPM 540 540 540 540 540 

Snowremovale capacity ton / hour  1500 1500 1800 1800 3000 

Impeller shaft diameter 2’’ 2 ‘’ 2 1/2’’ 2 1/2’’ 2  1/2’’ 

Drum contour  in Hardox 450  Std Std Std Std Std 

Impeller diameter 34’’ 34’’ 35 ¾’’ 36’’ 39 ¾’’ 

Impeller depth 13 ½’’ 13 ½’’ 13 ½’’ 13 ½’’ 15’’

Number of blades 5 5 5 5 5 

Full flight main auger diameter 21’’ 21’’ 21’’ 21’’ 23’’ 

Full flight main auger diameter 21’’ 21’’ 21’’ 21’’ 23’’ 

Driving chain 100 Renold 100 HV Renold 100 HV Renold 100 HV Renold 100 HV 

Number of safety bolts 2 2 2 2 2 

Bearing ductile iron casing Std Std Std Std Std 

Cylinder close length) 
Cylinder for chute deflector 

20 ¼’’ 
2 ½’’ x 8’’ 

20 ¼’’ 
2  ½’’ x 8’’ 

20 ¼’’ 
2  ½’’ x 8’’ 

20 ¼’’ 
2  ½’’ x 8’’ 

20 ¼’’ 
2 ½’’ x 8’’ 

Drum center height 22’’ 22’’ 23’’ 23’’ 25  3/4’’ 

Balanced impeller Std Std Std Std Std 

Impeller with Hardox 450 replaceable blades Opt Opt Opt Opt Opt 

Balanced augers Std Std Std Std Std 

Hardox 450 spiked augers (main  - upper) Opt Opt Opt Opt Opt 

Removable rotary drum Std Std Std Std Std 

Reversible carbon steel blade Std - - - - 

Reversible Hardox 450 blade Opt Std Std Std Std 

Hydraulic lateral blades Opt Opt Opt Opt Opt 

Lateral Hardox 450 skid shoes Std Std Std Std Std 

Adjustable Hardox 450 skid shoes Std Std Std Std Std 

Adjustable wheels in Hardox 450 Opt Opt Opt Opt Opt 

Chute rotation by hydraulic motor Std Std Std Std Std 

Shaft P.T.O.  standard V80 or V90 V80 or V90 V80 or V90 V90 V90 

1 000 @ 540 reducer box Opt (recommended) Opt (recommended) Opt (recommended) Opt (recommended) Opt (recommended) 

Hitch category 2 2 2 2 3 

Light holder on snowblower Opt Opt Opt Opt Opt 

Light holder on chute Opt Opt Opt Opt Opt 

Approx. weight  (lb) 3 000  3 550  3 650  3 720  5 580  


