RAMMER

SERIES

DUAL AIR FILTRATION
KEEPS ENGINE CLEAN

ADJUSTABLE
HANDLE HEIGHT

INTEGRATED ROLLER

AND LIFT HANDLE HONDA ENGINE

HEAVY DUTY
SHOCK MOUNT SYSTEM PROTECTIVE

ROLL CAGE
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BT1000

RAMMER

SERIES

BT1400

BT1600

BR68

TECHNICAL SPECS

Part No. BT1000H BT1400H BT1600H BR68
Engine Honda GX100 Honda GX120 Honda CX120 Honda GX100
Power Output 2.8hp (2.1kW) 3.5hp (2.6kW) 3.5hp (2.6kW) 3hp (2.2kW)
RPM 3600 3600 3600
Fuel Capacity 0.5 GAL (2L) 0.5 GAL (2L) 0.5 GAL (2L) 0.7 GAL (2.8L)
Starting System Recoil Recoil Recoil Recoil
Jumping Stroke 2.8" (70mm) 2.8" (70mm) 2.8" (70mm) 33" (85mm)

Compaction Force

2205Ibf / 9.5kN (1000kgf)

3080Ibf /13.7kN (1400kgf)

3530Ibf /15.7kN (1600kgf)

2866Ibf /12.7kN (1300kgf)

Length 26.8" (680mm) 283" (720mm) 283 (720mm) 31" (787mm)
Width 13.8" (350mm) 163" (415mm) 16.3" (415mm) 17" (432mm)
Height 40.6" (1030mm) 411" (1045mm) 411" (1045mm) 40" (1020mm)
Weight 1421bs (64kg) 164lbs (74kg) 168lbs (76kg) 1491bs (68kg)
Plate Size (250mm x 250mm) (280mim « 500mm) (280mim x 500mm) (280mm x 330mm)
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