














MODEL CAPACITY 
(CUBIC FT.)

SPREAD 
WIDTH 

(INCHES)

ESTIMATED 
SPREAD  

DISTANCE*
DRIVE LENGTH 

(INCHES)
WIDTH 

(INCHES)
WEIGHT 

(LBS) VEHICLE

220 2 ft3 20” 1.5 km Manual 47” 30.5” 90 lbs. Walk Behind

320T 3 ft3 20” 2.23 km Towable Ground 54” 36” 140 lbs. Towable

430T 4 ft3 30” 4 km Towable Ground 43.5” 45.5” 165 lbs. Towable

440 4 ft3 40” 3 km Electric, Hydraulic 19” 47” 235 lbs. Sub-Compact Tractors

640 6.5 ft3 40” 5.4 km Hydraulic, PTO 27” 47” 315 lbs. Compact Tractors,  
Optional Skid Steer Mounting

960 9 ft3 60” 5.2 km Hydraulic 25.5” 67.5” 440 lbs. 3PH Tractor Mount

1140 11 ft3 40” 9.5 km Hydraulic, PTO 34” 47” 370 lbs. 3PH Tractor Mount

1040SI 10 ft3 40” 8.5 km Electric 58” 47” 300 lbs. UTV

1040B 10 ft3 40” 8.5 km Hydraulic 33” 49” 390 lbs. 3PH Tractor Mount or 
Skid Steer

1560B 15 ft3 60” 8.5 km Hydraulic 33” 70” 510 lbs. 3PH Tractor Mount or 
Skid Steer


