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Schulte’s Small Snow Blower Models, 
Continued Reliability
• The all new 75”(191cm) Schulte SBX-75 snow blower and the  87”(221cm) Schulte SBX-87 snow 
blowers work with all popular skid steers.  A 3pt version is also available for 25-65hp tractors. 

•  Built with the legendary Schulte quality and durability, both models feature a replaceable cutting edge and 
adjustable, replaceable skid shoes.

•  The blowers also have an improved larger chute design for greater eff ciency allowing a further throw than 
previous models.
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Sold By:           

Available in skid steer mount and 3 point mount

SPECIFICATIONS
Cutting Width
Tractor Horsepower
Cutting Height
Overall Height
Auger Diameter
Auger Diameter - Top
Fan Diameter
Fan Type
Fan Shaft Diameter
Auger Drive Chain
Weight (3pt Model)
Weight (Skid Steer Model)
Adjust. Dbl Linked Chute Def
Hyd Chute Rotation
Replaceable Blade
Adjust. Skid Shoes
PTO Speed
Capacity - Dry / Wet

SBX-87
87.5” (2.2m)

40-55HP (34-40kw)
26” (.66m)

63.5” (1.6m)
16” (40.7cm)

-
22” (55.9cm)

4 paddle
1 3/8” (3.5cm)

#60
813lbs (369kg)
933lbs (423kg)

Standard
Standard
Standard
Standard

132tons/hr / 415tons/hr

SBX-75
75.5” (1.9m)

30-45HP (26-31kw)
26” (.66m)

63.5” (1.6m)
16” (40.7cm)

-
22” (55.9cm)

4 paddle
1 3/8” (3.5cm)

#60
780lbs (354kg)
900lbs (408kg)

Standard
Standard
Standard
Standard

132tons/hr / 415tons/hr

The blowers also have an improved larger chute design for greater 
eff ciency allowing a further throw than previous models.

Various size motors to match skid steer f ows.

Hydraulic valve block, primarily used on skid steers with only one 
valve.

Standard Skid Steer Mounting Plate and electrical harnesses available 
for various skid steer models.

Control kit for models without joystick controls.

540 RPM 540 RPM


