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• 12 sTanDarD sizes
• pressures To 3625 psi (250 Bar)
• speeDs To 3500 rpm
• loW noise level
• maximum efficiency
• compacT Design
• DoWel pin Design
• sae spline
• sae sTraighT ThreaD o-ring porTs
• full one year WarranTy
• 100% Break in anD TesT

features:features: applications:applications:
Designed to meet a multitude of truck mounted 
equipment including: 

• ToW anD recovery vehicles 
• snoW anD ice removal 
• conTracTor size Dump BoDies 
• lifT gaTes 
• small uTiliTy equipmenT
• anD oTher loW floW applicaTions.

Ultimate power and performance in a
small package best describes the 
all new F4 Series gear pumps. 
The pressure balanced bushing 
blocks and sleeve bearings 
provide both extra long life 
and high performance.

Muncie Power Products, Inc.
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f4 series pump specifications

 PF4-107 0.24 0(4) 3500 1000 3625 (250) 1-1/16 1-5/16 7/8 6 In.Hg. (.20 bar) 07.51 (3.42) 
 PF4-160 0.37 0(6) 3500 900 3625 (250) 1-1/16 1-5/16 7/8 6 In.Hg. (.20 bar) 07.69 (3.49) 
 PF4-212 0.49 0(8) 3500 900 3625 (250) 1-1/16 1-5/16 7/8 6 In.Hg. (.20 bar) 07.86 (3.56) 
 PF4-264 0.61 (10) 3500 800 3625 (250) 1-1/16 1-5/16 7/8 6 In.Hg. (.20 bar) 08.02 (3.64) 
 PF4-290 0.67 (11) 3500 800 3625 (250) 1-1/16 1-5/16 7/8 6 In.Hg. (.20 bar) 08.12 (3.68) 
 PF4-368 0.85 (14) 3500 600 3625 (250) 1-1/16 1-5/16 7/8 6 In.Hg. (.20 bar) 08.38 (3.80) 
 PF4-424 0.98 (16) 3500 600 3625 (250) 1-1/16 1-5/16 7/8 6 In.Hg. (.20 bar) 08.55 (3.88)
 PF4-502 1.16 (19) 2750 600 3625 (250) 1-1/16 1-5/16 7/8 6 In.Hg. (.20 bar) 08.81 (4.00) 
 PF4-606 1.40 (23) 2350 600 3400 (235) 1-1/16 1-5/16 7/8 6 In.Hg. (.20 bar) 09.15 (4.15) 
 PF4-714 1.65 (27) 2350 600 2750 (190) 1-1/16 1-5/16 7/8 6 In.Hg. (.20 bar) 09.49 (4.30)
 PF4-818 1.89 (31) 2000 600 2400 (165) 1-1/16 1-5/16 7/8 6 In.Hg. (.20 bar) 09.84 (4.46) 
 PF4-870 2.01 (33) 2000 600 2250 (155) 1-1/16 1-5/16 7/8 6 In.Hg. (.20 bar) 10.01 (4.54)

moDel
numBer

Displ
cu in (cc)

 max*
rpm

 min*
rpm

max
psi (Bar)

max inleT
vacuum

WeighT
lBs (kg)

o.D.T.**
inleT rear

o.D.T.**
inleT siDe

o.D.T.**
ouTleT

Notes:  For Ford TorqShift® 4x4 applications, order pump code PF4-]]]-16QSRL.

 PF4-502 & larger pump sizes are not applicable on Ford TorqShift® gas 4x4  
application.

     Maximum oil temperature is 200°F (93.5°C). Buna N seals are standard.
  * Maximum RPM shown at 0 In.Hg. Vacuum for -16 side inlet port.
** Port thread size shown

pump —  P
series —   F

Design number
 Standard —   4

gpm (lpm) @ 1000 rpm
 1.07 (4.0), 1.60 (6.0), 2.12 (8.0), 2.64 (10.0), 
 2.90 (11.0), 3.68 (14.0), 4.24 (16.0), 5.02 (19.0), 
 6.06 (23.0), 7.14 (27.0), 8.18 (31.0), 8.70 (33.0)

notes:  Not all pump sizes stocked for SAE “A” mounting flange.    
For additional information on PTOs for the Ford TorqShift  
transmission, see FR Series PTO brochure number MP02-09.

p  f  4 — 368 — 16  a  s  B  l
f4 series model number construction

  * Required for 16Q shaft and flange   
** Not Available on Q Flange.  Recommended for 16A shaft and flange.

rotation
 L  —  CCW
 R  —  CW

port location
 R  —  Rear Ports*
 B  —  Both Side and Rear Ports**
  (Rear Ports Plugged)
port Type
 S  —  ODT St. Thrd.

mounting flange
 A  —  SAE “A” 2-Bolt
 Q  —  Thru-Bolt*

shaft Type
 16 —  3/4 - 11T Spline

oil recommendations

Pour Point: 15°F (-10°C) Maximum
Foam Resistance: Recommended
Rust Resistance Inhibitors: Recommended
Corrosion Resistance: Recommended
Oxidation Stability: Recommended    
Anti-Wear Additive: .06% Zinc Minimum*

Note: Cold weather operation requires special oil considerations. Viscosity should not exceed 7500 SUS (1600 cST) at lowest startup temperature. 
Continuous operation should range between 60-100 SUS (10.5-21.6 cST) for all temperature ranges. Never use diesel fuel or kerosene to thin oil.

*Anti-Wear Additives are optional. Typical not required for gear pump or gear motor anti-wear, but some motor manufacturers may recommend.

Muncie does not promote specific manufacturers’ brands of oil. Recommendations below are guidelines; consult oil manufacturer for exact application needs.

VISCOSITy RANGE: 
 Viscosity Minimum: 50-60 SUS (7.5-10.5 cST)
 Viscosity Optimum Continuous: 60-100 SUS (10.5-21.6 cST)
 Viscosity Maximum @ Startup: 7500 SUS (1600 cST)
 Viscosity Index: 90 Minimum
 Aniline Point: 175 Minimum

Muncie Power Products, Inc.
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mountinG dimensions
IN INCHES (MM)

* NOTE:  The pump input shaft can withstand torques up to the designed shaft torque limitation(STL).  This figure is based on multiplying the pump cu. in. 
displacement times the pump pressure (D x P < STL).

 PF4-107 3.78(96.0) 1.85(47) 1.68(42.6)
 PF4-160 3.91(99.2) 1.97(50) 1.73(44.1)
 PF4-212 4.03(102.4) 2.09(53) 1.80(45.7)
 PF4-264 4.15(105.5) 2.20(56) 1.86(47.3)
 PF4-290 4.22(107.1) 2.28(58) 1.89(48.1)
 PF4-368 4.40(111.8) 2.48(63) 2.00(50.7)

 PF4-424 4.96(125.9) 3.03(77) 2.26(57.5)
 PF4-502 5.14(130.6) 3.23(82) 2.35(59.8)
 PF4-606 5.39(136.9) 3.46(88) 2.48(63.0)
 PF4-714 5.63(143.1) 3.70(94) 2.60(66.1)
 PF4-818 5.88(149.4) 3.94(100) 2.72(69.2)
 PF4-870 6.01(152.6) 4.09(104) 2.79(70.8)

	 MODEL	 DIM	A	 DIM	B	 DIM	C 	 MODEL	 DIM	A	 DIM	B	 DIM	C

overall lenGths

5.13
(130.2)

4.18
(106.2)

1.50
(38.1)

3.46
(88.0)

1.74
(44.3)

-12 ODT STR. THD.
1-1/16 – 12UNF

-10 ODT STR. THD.
7/8 – 14UNF

.25
(6.4)

3.25
(82.6)

3/4 – 11T (SAE)
STL ≤ 11, 216*

DIM A

DIM B

.75
(19.1)

1.18
(30.0)

.63
(15.9)

4.00
(101.6)

DIM C -16 ODT 1-5/16 – 12UNF  (INLET)

When required, installer to supply plug
Not Shown:  -10 ODT Str. Thd.
                         7/8 - 14UNF  (OUTLET)

f4 pump WiTh “sae a” flange
(side and rear ports shown)

2.05
(52.0)

1.75
(44.5)

-12 ODT STR. THD.
1-1/16 – 12 UNF

-10 ODT STR. THD.
7/8 – 14 UNF

1.50
(38.1)

.67
(17.0)

.24
(6.0)

DIM A

DIM B 1.18
(30.0)

4.00
(101.6)

3/4 – 11T (SAE)
STL ≤ 11, 216*

f4 pump WiTh “q” flange
(rear ports only)

2.36
(60.0)

2.36
(60.0)

3.46
(88.0)

.453 (11) DIA. THRU HOLE
2 PLACES

Muncie Power Products, Inc.



f4 series 
pump construction

Side and Rear 
Ports available 
on most models

High Tensile extruded 
aluminum housing

5

1-Piece shaft —
12 tooth design

Cast Iron front 
and rear covers

2-Piece bushing 
block design

Dowelled front 
cover

Buna-N (Nitrile)
Shaft Seal

Muncie Power Products, Inc.



f4 series Gear pump warranty
The Muncie “F” Series Gear Pump is warranted against any defect in mate-
rial and workmanship which existed at the time of sale by Muncie, according 
to the following provisions, subject to the requirements that the Pump must 
be used only in accordance with catalogue and package instructions.
The Pump is warranted for a period of one year from the date of installation. 
If during the warranty period the Pump fails to operate to Muncie’s specifica-
tions due to a defect in any part in material or workmanship that existed at 
the time of sale by Muncie, the defective part will be repaired or replaced, 
at Muncie’s election, at no charge, if the defective part is returned to Muncie 
with transportation prepaid.
Warning. The above warranty shall terminate if any alterations or repairs 

are made to the Pump other than at a Service Center owned by 
Muncie, or if the Pump is used on any equipment other than 

the equipment upon which it is first installed.  As to any Mun-
cie “F” Series Gear Pump which is rebuilt and retested at a 
Service Center owned by Muncie, the period of the above 
warranty is extended for a period of one additional year from 
the retest date.

Distributed  By:

The foregoing WarranTies are in lieu of all oTher 
oBligaTions anD liaBiliTies, incluDing negligence anD 
all WarranTies of merchanTaBiliTy anD suiTaBiliTy, 
expresseD or implieD anD sTaTe muncie’s enTire anD 
exclusive liaBiliTy anD Buyer’s exclusive remeDy 
for any claim of Damages in connecTion WiTh The 
sale, repair or replacemenT of The aBove gooDs, 
Their Design, insTallaTion or operaTion. muncie Will 
in no evenT Be liaBle for any DirecT, inDirecT, spe-
cial, inciDenTal or consequenTial Damages WhaTso-
ever, anD our liaBiliTy unDer no circumsTances Will 
exceeD The conTracT price for The gooDs for Which 
liaBiliTy is claimeD.
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