
HDS 3.9/30 Ea ST NG 230V 1ph
Rugged natural gas heated cabinet pressure washer built for convenience and easy mainten-

ance. The motor and pump are backed by generous 7-year warranties.
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TECHNICAL DATA AND EQUIPMENT

HDS 3.9/30 Ea ST NG 230V 1ph

Technical data
Order no.  1.109-723.0

EAN code  886622003854

Current type Ph / V / Hz 1 / 230 / 60

Pressure PSI 3000



HDS 3.9/30 EA ST NG 230V 1PH
1.109-723.0
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Order no. ID
Max. working 
pressure Length Price Description

Standard with unions on both sides

High-pressure hose, 10 m, ID 8, 
315 bar, extension

1 6.391-342.0 ID 8 315 bar 10 m To extend the operating radius with the high-pressure clean-
er. Connection on both sides M22 x 1.5.



Longlife 400 with unions on both sides

High-pressure hose Longlife 400, 
10 m, ID 8, extension

2 6.391-354.0 ID 8 400 bar 10 m To extend the operating radius with the high-pressure clean-
er. Connection on both sides M22 x 1.5.



Longlife food design with screw connections at both ends

High pressure hose food ID 8, 10 
m

3 6.391-864.0 ID 8 400 bar 10 m Longlife HP hose for use in the food industry. Außen-
decke## animal-grease-resistant, non-colour-bleeding ma-
terial. With rotary coupling, 2 x M 22 x 1,5



High-pressure hose food industry 
400 bar, 20 m, ID 8, including 
rotary coupling

4 6.391-887.0 ID 8 400 bar 20 m


  Extension hose.     


