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    180 200

 Battery Selector Switch  standard standard

 Bilge Pump: Single bilge pump with auto switch  standard standard

 Bow Eye: Double, welded  standard standard

 Bow Deck: Treadplate, self-bailing, with storage  standard standard

 Canvas: Two-bow sport top; black, gray  standard standard

 Cleats: 8”, welded, four on gunwale, one on bow inwale  5 5

 Cup Holders: Port and starboard dash, one on each side  standard standard

 Decals: 15” vinyl side striping with graphics; 

 black, white, blue, green, red, orange, charcoal, Anniversary Blue 
standard standard

 Door: Walk through, access to bow, 2 latches, one top and one bottom  standard standard

 Engine Cover: Includes padded cushion  standard standard

 Fish Box: 27 gallon in bow floor, diamond treadplate hatch  standard standard

 Fish Box: Twin 9 gallon on transom  standard standard

 Fuel System:   34 gal 43 gal

 Fuel-Water Separator  standard standard

 Glove Box: Lockable  standard standard

 Grab Handles: Inwale front port side, glove box and windshield  standard standard

 Grate: Fixed  standard standard

 Horn: Flush mount  standard standard

 Instrument Panel:

 -Six water-resistant rocker style switches

 -Fuel gauge and one panel knock-out for additional gauge  standard standard

 -Power point

 -Six-gang expansion fuse block

 Lights: LED, navigational  standard standard

 Lights: LED, anchor, removable  standard standard

 Motor: Rotax inboard jet 4-TEC, 230 HP  standard standard

	 Mufflers:	Dual exhaust, under jet platform  standard standard

 Paint: Light gray, full inside  standard standard

 Pre-rig: BRP Standard gauge with livorsi control  standard standard

 Rod Grippers: Inwale, port and starboard  standard standard

 Seats: High-back, dry box with lid, swivel, horseshoe suspension  standard standard

 Steering Wheel: Stainless steel with rubber grip  standard standard

 Steering: BRP with tilt  standard standard

 Stern Eyes: Welded, port and starboard  standard standard

 Transducer Bracket: Port and starboard  standard standard

 Transom Access Panel: Carpeted  standard standard

 Transom: Platform  standard standard

**CANADIAN DEALERS: Jump Seats and additional grab handles (qty-2) are required for the 180 RR model to meet

 Transport Canada capacity requirements
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