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Athens Plow Co., Inc. guarantees each piece of equipment against defective materials and
workmanship for a period of one year from the date of delivery to the purchaser unless
otherwise specified. Athens Plow Co., Inc. reserves the right to make changes and/or
improvements in design and construction of parts or machines without notice or obligation.

Both Rigid and Spring Bearing Hangers
feature a Wear Plate which protects the
front and bottom of the bearing hanger.

THE QUADRASEAL double-row tapered roller
Bearings provide the most capacity in the
industry. With this extra capacity, the probability
of over-loading...even when disking at maximum
angle...is virtually eliminated. The double tapered
roller bearing has a triple-lip Seal that runs on a
hardened, polished surface and is protected by a
heavy steel Washer to avoid damage from wire
and trash. Between the steel Washer and the
Seal is a cavity filled with grease...an additional
sealing element against dirt.

The ATHENS 187 is nearly 27% heavier than
the 137. With 12' 1" thru 17' 1" cutting width
and an average 187 pounds per blade, it will
handle the tougher soils and trashier
conditions, and give you the kind of results you
want with every pass. 26" disks with 101⁄2"
spacing standard.

HYDRAULIC LEVELING from the tractor seat
provides effortless LEVEL FOR TRANSPORT
and adjustment for EXACT TRAILING.
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