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 Anchor Guard: Welded tread plate

 Anchor Pulpit: Large stainless steel roller, winch plate, weld-on

 Anchor Pulpit: Large stainless steel roller, treadplate hatch, weld-on

 Anchor Pulpit: Large stainless steel roller and Lewmar power winch, weld-on

 Anchor Pulpit: EZ Anchor Rebel 5 drum winch with large stainless steel roller, weld-on

	 Cabin	Configurations:	11 different styles – regular-length and medium length cabins (270 AK - MLC only)

	 Canvas: Privacy curtain (with port sleeper seat)

 Carpet: Inwale, gray

	 Downrigger	Brackets:	Low profile, stand-alone

	 Fuel	Line	Pickup:	Additional for trolling motor

 Fuel/Water Separator: Twin (standard with Yamaha pre-rig)

 Galley Table: Removable

 Heater: Cabin interior Wallas Viking

	 Lights:	LED courtesy, two at transom and one at console

 Livewell: ET fish box upgrade

 Paint: Top, half, or waterline; red, black, white, blue, green, charcoal, maroon, Anniversary Blue

	 Pre-rig:	Dual station controls

	 Pre-rig:	Digital fly-by-wire

	 Pre-rig:	Kicker controls at second station

	 Refrigerator:	2.4 cu. ft., located in galley (configurations #3, #5, & #9 only)

	 Rod	Holders: Rocket launchers, eight station mounted to cabin top

	 Rod	Holders: Flush mount, in gunwale; three per side

	 Rod	Holders: Six-station mounted to cabin sides (N/A with MLC or head)

 Rod	Holders:	Mounted to cabin sides; single port and 3-station starboard

 Roof Top Ladder: Starboard

 Rooftop	Radar/Accessories	Arch: Bolt-on

	 Sharkhide	Oxidation	Fighter

	 Steering	Upgrade:	SeaStar Power Assist

	 Steering:	Yamaha Integrated Digital Electric Steering (I.D.E.S.)

	 Steering: Second console station, hydraulic, on bulkhead

 Stereo: Fusion MS-RA70NSX, USB, antenna & 6” speakers

 Stern	Rails	with	Downrigger	Brackets:	40”/40” or 40”/54”

 Swim Ladder: Starboard

	 Track	System:	54” on gunwales - 250, 72” on gunwale

	 Trim	Tabs:	Zipwake Dynamic Control System
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